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POWER SAVING MEMORY APPARATUS,
SYSTEMS, AND METHODS

PRIORITY APPLICATION

This application is a continuation of U.S. application Ser.
No. 13/213,949, filed Aug. 19, 2011, which is a continuation
of U.S. application Ser. No. 11/754,756, filed May 29, 2007,
now issued as U.S. Pat. No. 8,004,920, all of which are
incorporated herein by reference in their entirety.

FIELD

Embodiments disclosed herein relate to semiconductor
devices, including power management in memory devices.

BACKGROUND

Memory devices often reside in computers and electronic
products, such as digital televisions, digital cameras, and
cellular phones, and are used to store data and other informa-
tion. A memory device usually stores information in the form
of electrical charge in memory cells of the device.

A conventional memory device often has one or more
voltage generators to generate different internal voltages
based on a supply voltage supplied to the memory device for
various memory operations, such as refresh operations used
in dynamic random access memory (DRAM) devices. Some
memory devices may keep the voltage generators active even
when the internal voltages are unneeded for a particular mode
of operation. In some of these memory devices, keeping the
voltage generators active in this manner may waste power.
Therefore, there is need to improve power management in
memory devices.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows a block diagram of a memory device accord-
ing to an embodiment of the invention.

FIG. 2 shows a partial block diagram of a memory device
including voltage generators according to an embodiment of
the invention.

FIG. 3 is a timing diagram for various memory modes,
memory operations, and waveforms of some voltages of the
memory device of FIG. 2.

FIG. 4 is a timing diagram showing waveforms of various
voltages during a time interval after a refresh operation in a
standby mode of the memory device of FIG. 2.

FIG. 5 shows waveforms of some voltages linked to a
cross-section of the memory device of FIG. 2.

FIG. 6 shows a partial schematic diagram of a memory
device including a bleeder circuit, an isolation circuit, and a
coupling circuit according to an embodiment of the invention.

FIG. 7 shows waveforms of various signals of FIG. 6.

FIG. 8 shows a partial schematic diagram of memory
device including a bleeder circuit with a p-channel transistor
according to an embodiment of the invention.

FIG. 9 shows a partial schematic diagram of a memory
device including bleeder circuit with a resistor according to
an embodiment of the invention.

FIG. 10 shows a schematic diagram of a power controller
according to an embodiment of the invention.

FIG. 11 shows a schematic diagram of a voltage generator
to generate a positive wordline voltage according to an
embodiment of the invention.
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2

FIG. 12 shows a schematic diagram of a circuit having a
voltage generator to generate a plate voltage and voltage
generator to generate a precharge voltage according to an
embodiment of the invention.

FIG. 13 shows a schematic diagram of a voltage generator
to generate a negative wordline voltage according to an
embodiment of the invention.

FIG. 14 shows a schematic diagram of a voltage generator
to generate a negative substrate voltage according to an
embodiment of the invention.

FIG. 15 shows a schematic diagram of a circuit including a
voltage generator to generate a bit line voltage and a voltage
generator to generate a peripheral voltage according to an
embodiment of the invention.

FIG. 16 shows a system according to an embodiment of the
invention.

FIG. 17 is a flow diagram showing a method according to
an embodiment of the invention

DETAILED DESCRIPTION

FIG. 1 shows a memory device according to an embodi-
ment of the invention. Memory device 100 may include a
memory array 112 having memory cells 113 arranged in rows
and columns along with wordlines (WL0 through WLn) and
bit lines (BL0 through BLm). Row and column access circuits
104 and 106 may decode address signals A0-AX on address
lines (or address bus) 108 to access memory cells 113. Sense
amplifier circuit 114 may sense voltage on bit lines BL0-BL.m
to determine the value of data read from or written to memory
cells 113. An input/output circuit 116 may transfer data
between memory cells 113 and data lines (or data bus) 110,
which carry data signals DQO through DQN. A memory
control unit 118, including a refresh control circuit 122, con-
trols memory modes and memory operations of memory
device 100 based on control signals on control lines 120.
Examples of control signals include a row access strobe sig-
nal RAS*, a column access strobe signal CAS*, a write
enable signal WE*, a chip select signal CS, aclock signal CK,
and a clock enable signal CKE.

Memory device 100 may include memory operations such
as a read operation to read data stored in memory cells 113, a
write operation to write data into memory cells 113, and a
refresh operation to refresh memory cells 113 to retain the
values of data in memory cells 113. Memory device 100 may
perform the read, write, and refresh operations based on a
combination of signals (wherein the signals may be used to
transfer commands) received at lines 120.

Memory device 100 may include memory modes such as a
non-standby mode and a standby mode. The non-standby
mode may occur when memory device 100 actively receives
from lines 120 commands, such as read and write commands,
to actively perform a read or write operation based on the
commands received from lines 120. Memory device 100 may
enter a standby mode when the CKE signal has one signal
level and exit the standby mode when the CKE signal has
another signal level. The signal level of the CKE signal may
be controlled by either memory device 100 or by another
device (e.g., a processor) coupled to memory device 100.

The standby mode, which may include a mode such as
idling, suspense, drowsy, sleep, power-down, or other low
power mode, may occur when memory device 100 does not
actively receive commands, such as read or write commands,
from lines 120, or does not actively perform a read or write
operation based on the commands received from lines 120 in
which data read from or written to memory cells 113 may be
transferred between memory cells 113 and data lines 110.
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In the standby mode, memory device 100 may perform
read and write operations but these read and write operations
are performed not based on read or write command received
from lines 120 (as in the case in the non-standby mode).
Instead, they are based on an internal refresh operation in
which memory device 100 may perform read and write opera-
tions as part of a refresh operation to retain the value of data
stored in memory cells 113. Memory device 100 generally
does not operate to transfer data between memory cells 113
and data lines 110 when read and write operations are per-
formed as part of a refresh operation.

A refresh operation performed in a standby mode may be
called a self-refresh operation. In a non-standby mode,
memory device 100 may also perform a refresh operation,
which may be called an auto-refresh operation.

Memory device 100 may receive supply voltages VDD and
VSS on lines 130 and 132, respectively. VSS may include a
ground potential (zero volts). VDD may include an external
voltage supplied to memory device 100 from an external
power source such as a battery or an alternating current to
direct current (AC-DC) converter circuitry.

Memory device 100 may include a number of voltage
generators, collectively shown as voltage generators 138,
which may use supply voltage VDD to generate various volt-
ages VPP, AVC2, DVC2, VNWL, VBB, VDL, and Vperi for
internal use in memory device 100. A power-up circuit 139
and reference voltage generator (REF) 140 may use VDD to
generate a power-up signal PWRUP* and a reference voltage
Vref. Voltage generators 138 may respond to the PWRUP*
signal and use voltage Vref to generate one more of the
voltages VPP, AVC2, DVC2, VNWL, VBB, VDL, and Vperi.

Refresh control circuit 122 may perform one or more
refresh operations in a standby mode based on the state of a
signal GenReady (e.g., activated, or deactivated). A power
controller 142 may activate the GenReady signal to indicate
that voltage values of the VPP, AVC2, DVC2, VNWL, VBB,
VDL, and Vperi are ready for use in a refresh operation.

Memory control unit 118 may activate the GenOff signal in
astandby mode. In a standby mode, power controller 142 may
respond to the GenOft signal to control voltage generators
138 by causing voltage generators 138 to inhibit the genera-
tion of one or more of voltages VPP, AVC2, DVC2, VNWL,
VBB, VDL, and Vperi during a time interval during the
standby mode, such as to save power.

FIG. 2 shows a partial block diagram of a memory device
200 including voltage generators 201, 202, 203, 204, 205,
206, and 207 to generate corresponding voltages VPP, AVC2,
DVC2, VNWL, VBB, VDL, and Vperi according to an
embodiment of the invention. In some embodiments, memory
device 100 of FIG. 1 may include the memory device 200
shown in FIG. 2.

Voltage VPP may comprise a positive wordline voltage.
Voltage AVC2 may comprise a plate voltage. Voltage DVC2
may comprise a precharge voltage. Voltage VNWL may com-
prise a negative wordline voltage. Voltage VBB may com-
prise a negative substrate voltage. Voltage VDL may com-
prise a bit line voltage. Voltage Vperi may comprise a
peripheral voltage.

As shown in FIG. 2, a circuit 255 may include a combina-
tion of AVC2 voltage generator 202 to generate voltage
AV(C2, and DVC2 voltage generator 203 to generate voltage
DVC2. A circuit 277 may include a combination of VDL
voltage generator 206 to generate voltage VDL, and Vperi
voltage generator 207 to generate voltage Vperi.

A power controller 242 may generate signals GenOffl,
GenOff2, GenOff3, GenOft4, GenOff5, and GenOft6 during
a standby mode to cause voltage generators 201 through 207
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4

to inhibit generation of voltages VPP, AVC2, DVC2, VNWL,,
VBB, VDL, and Vperi. Inhibiting the generation of a voltage,
such as one of VPP, AVC2, DVC2, VNWL, VBB, VDL, and
Vperi, may cause the value of the voltage to increase,
decrease, or cause a voltage generator that generates the volt-
age to stop generating the voltage and let its output node
(where the corresponding voltage is provided) “float”.

A wordline driver 210 may respond to signal ROWDEC to
selectively apply voltages VPP and VNWL to a wordline
WLX. For example, when the ROWDEC signal has a first
signal level (e.g., high), wordline driver 210 may apply volt-
age VPP, via circuit path 211, to wordline WLX to access
memory cell 213. In another example, when the ROWDEC
signal has a second signal level (e.g., low), wordline driver
210 may apply voltage VNWL, via circuit path 212, to word-
line WLX when memory cell is not being accessed. Wordline
driver 210 may be a part of row access circuit such as of row
access circuit 104 of FIG. 1. In FIG. 2, a peripheral circuit 214
of memory device 200 may control the signal level of the
ROWDEC signal. For example, when memory cell 213 is
selected to be accessed (for a read or write operation), periph-
eral circuit 214 causes the ROWDEC signal to be at a high
signal level (high) and when memory cell 213 is not selected
to be accessed, peripheral circuit 214 causes the ROWDEC
signal to be at a low signal level (low). Peripheral circuit 214
may comprise circuitry of memory device 200 such as a
memory control unit, a row and column access circuit, and an
input/output circuit, similar or identical to those of memory
device 100 of FIG. 1.

Memory device 200 in FIG. 2 may apply voltage VBB to a
substrate of memory device 200. The substrate of memory
device 200 may include an area having semiconductor mate-
rial (e.g., silicon) where components of memory device 200,
including memory cell 213, are formed. The substrate of
memory device 200 is symbolically shown in FIG. 2 as sub-
strate 215. FIG. 5 below also shows a cross-section of sub-
strate 215 of memory device 200 of FIG. 2.

As shown in FIG. 2, memory cell 213 may include a
capacitor 216 to store data in the form of charge, and a
transistor 217 to access capacitor 216 based on a voltage value
applied to wordline WLX by wordline driver 210. A bit line
BLX may transfer data read from or written to memory cell
213 (data is stored in the form of charge at a storage node,
such as capacitor terminal 227) when transistor 217 is turned
on. Wordline WLX may comprise one of the wordlines WL0
through WLn of FIG. 1. Bit line BLX and BLX* in FIG. 2
may comprise two of the bit lines BLO through BLm of FIG.
1. Memory device 200 of FIG. 2 may use bit line BLX* fora
sensing operation.

A sense amplifier (SA) 220 may perform a sensing opera-
tion based on voltage values on bit lines BLX and BLX* to
determine the value of data read from or written to memory
cells 213. FIG. 6 shows more circuit detail of a sense amplifier
620 similar to or identical to the sense amplifier 220 of FIG.
2.

Memory device 200 may operate to apply voltage AVC2 to
terminal 226 of capacitor 216. Memory device 200 may oper-
ate to apply voltage DVC2 to bit line BLX to precharge bit
line BLX for a sensing function during refresh operation.

Memory device 200 may operate to apply voltage VDL to
peripheral circuit 214 and to sense amplifier 220. Memory
device 200 may operate to apply voltage Vperi to peripheral
circuit 214. Voltage Vperi may have a higher value than volt-
age VDL. Peripheral circuit 214 and sense amplifier 220 may
use voltages Vperi and VDL as internal supply voltages
(which are different from external supply voltages, e.g., VDD
of FIG. 1).
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Memory device 200 of FIG. 2 may include a bleeder circuit
240, which may form part of a memory array of memory
device 200, such as memory array 112 of memory device 100
FIG. 1. In memory device 200 of FIG. 2, in some cases, micro
particles such as dust or manufacturing debris may inadvert-
ently create a defect, such as a short circuit path 230 between
wordline WLX and bit line BLX. Short circuit path 230 may
have an insignificant impact on the overall function of
memory device 200 but may create a path for current (e.g.,
DC standby current) to leak, thereby wasting power. For
example, when short circuit path 230 exists, current (e.g.,
potential short circuit current) may leak and flow from DVC2
voltage generator 203 (at a higher voltage value) to VNWL
voltage generator 204 (at a lower voltage value) via short
circuit path 230. Bleeder circuit 240 may include a resistive
device, symbolically shown as resistance symbol 241, that
operates to create a resistance between output node 233 of
DVC2 voltage generator and bit line BLX to reduce the short
circuit current that may occur because the existence of short
circuit path 230.

Memory device 200 may include a coupling circuit 250
with a switch 251. Coupling circuit 250 may respond to a
signal FORCEWL from power controller 242 to couple word-
line WLX to VNWL voltage generator 204 via circuit path
252, e.g., by closing switch 251. As shown in FIG. 2, circuit
path 252 is an additional circuit path separated from circuit
path 212. In a standby mode, wordline driver 210 may couple
wordline WLX to VNWL voltage generator 204 via circuit
path 212 in which voltage VNWL may increase from a nega-
tive value to approximately zero volts. In some cases, in a
standby mode, VPP voltage generator 201 may reduce volt-
age VPP to some value (e.g., approximately zero volts) to save
power. Reducing voltage VPP to some voltage, such as
approximately zero volts and increasing voltage VNWL to
approximately zero volts, may introduce instability to the
connection between wordline WLX to VNWL voltage gen-
erator 204. By coupling wordline WLX to VNWL voltage
generator 204 via circuit path 252 (in addition to circuit path
212) when voltage VPP is reduced to some value, coupling
circuit 250 may help maintain stability in the connection
between wordline WLX to VNWL voltage generator 204. In
some embodiments, for example in embodiments where the
voltage VPP is reduced to a voltage higher than approxi-
mately zero volts, memory device 200 may omit coupling
circuit 250 because instability in the connection between
wordline WLX to VNWL voltage generator 204 may not
occur as a result of the value voltage VPP being higher than
the value (e.g., approximately zero volts) of voltage VNWL..

Memory device 200 may include an isolation circuit 260
with a switch 261 coupled between an output node 222 of
AVC2 voltage generator 202 and output node 233 of DVC2
voltage generator. [solation circuit 260 may respond to a
signal CTL, which may be generated by a circuit 255. Volt-
ages AVC2 and DVC2 may have an equal value during some
duration of a refresh operation. Circuit 260 may respond to
the CTL signal to isolate (e.g., electrically decouple) output
node 222 from output node 233 (e.g., by opening switch 261)
to allow the voltage value (e.g., value of voltage AVC2) at
output node 222 and the voltage value (e.g., value of voltage
DVC2) at output node 233 to be independent from each other
in the time interval after a refresh operation. Before the iso-
lation (e.g., switch 261 is closed), both output nodes may have
an equal voltage value (i.e., AVC2=DVC(C2). After the isola-
tion (e.g., switch 261 is open), DVC2 voltage generator 203
may cause the value of voltage DVC2 to be higher than the
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value of voltage AVC2 to allow retention of data stored in
memory cell 213 after a refresh operation in a standby mode
of memory device 200.

As described above, memory device 200 may operate to
inhibit the generation of one or more of voltages VPP, AVC2,
DVC2, VNWL, VBB, VDL, and Vperi for a time interval to
save power.

FIG. 3 is a timing diagram for various memory modes,
memory operations, and waveforms of some voltages of
memory device 200 of FIG. 2. In FIG. 3, T0, T1, T2, T3, T4,
T5,7T6, T7, T8, and T9 represent times. As shown in FIG. 3,
the memory modes of memory device 200 may include a
standby mode between times T1 and T8, and non-standby
modes between times T0 and T1, and between times T8 and
T9, respectively. The memory operations in the standby mode
may include refresh operations 301, 304, and 307, power
reduction operations 302 and 305, and power recovery opera-
tions 303 and 306. For clarity, FIG. 3 shows an example of
three refresh operations, two power reduction operations, and
two power recovery operations. In some embodiments, the
number of these operations may vary.

Memory device 200 may enter the standby mode at time T1
when the CKE signal changes from a first signal level to a
second signal level (e.g., high to low) and exit the standby
mode at time T8 when the CKE signal changes from the
second signal level back to the first signal level (e.g., low to
high).

As shown in FIG. 3, in the standby mode, memory device
200 may perform refresh operations 301, 304, and 307 when
the GenReady signal has a high signal level. Memory device
200 may perform power reduction operations 302 and 305
during time interval 381 (between times T2 and T3) and time
interval 391 (between times T5 and T6) when the GenOff
signal has a high signal level. Memory device 200 may per-
form power recovery operations 303 and 306 during time
interval 382 (between times T3 and T4) and time interval 392
(between times T6 and T7) when the GenOff signal has a low
signal level. Time intervals 381 and 382 may be collectively
referred to as time interval 388. Time intervals 391 and 392
may be collectively referred to as time interval 399.

As show in FIG. 3, during time interval 381 after refresh
operation 301, the value of voltage VPP may reduce from V8
to VX, the value of voltage VNWL may increase from V2 to
zero volts, and the value of VBB may increase from V1 to zero
volts. During time interval 382, the values of voltages VPP,
VNWL, and VBB may return to (which may otherwise be
referred to as “recover”) their corresponding values before
refresh operation 304. During time interval 399, the values of
VPP, VNWL, and VBB may reduce, increase, and recover
their values in a fashion similar or identical to that which
occurs during time intervals 381 and 382.

FIG. 3 shows waveforms of voltages VPP, VNWL, and
VBB to generally illustrate a how a voltage may increase or
decrease in value when memory device 200 inhibits genera-
tion by a voltage generator that generates the voltage. The
order in which the voltage values VPP, VNWL, and VBB and
other voltages (AVC2, DVC2, VDL, and Vperi) can be
increased or decreased is shown in detail in FIG. 4.

FIG. 4 is a timing diagram showing waveforms of various
voltages during a time interval after a refresh operation 401 in
a standby mode of memory device 200 of FIG. 2. In FIG. 4,
the standby mode comprises part of the standby mode
between times T1 and T8 of FIG. 3. Time intervals 488 of
FIG. 4 may comprise either of the time intervals 388 or 399 of
FIG. 3. Refresh operations 401 and 402 may comprise two of



US 9,082,471 B2

7

the refresh operations 301, 304, and 307 of FIG. 3. The
GenOff signal of FIG. 4 may include a portion of the GenOff
signal of FIG. 3.

As shown in FIG. 4, during time interval 481, power con-
troller 242 (FIG. 2) may change the signal level of each of the
GenOff1 through GenOff6 signals (e.g., from low to high) in
a sequential order to reduce or increase the value of each of
the voltages VPP, AVC2, DVC2, VNWL, VBB, VDL, and
Vperi. During time interval 482, power controller 242 may
change the signal level of each the GenOff1 through GenOff6
signals (e.g., from high to low) in an order reversed from the
sequential order at time 481 to recover the values of voltages
VPP, AVC2, DVC2, VNWL, VBB, VDL, and Vperi before
conducting the refresh operation 402.

FIG. 4 shows all signals GenOff1 through GenOft6 can be
changed during time interval 481 to change the values of
voltages VPP, AVC2, DVC2, VNWL, VBB, VDL, and Vperi.
In some embodiments, fewer than all of GenOff1 through
GenOff6 are activated such that fewer than all of VPP, AVC2,
DVC2, VNWL, VBB, VDL, and Vperi change in value. The
order in which the values of voltages VPP, AVC2, DVC2,
VNWL, VBB, VDL, and Vperi are changed in some embodi-
ments is described as follows.

At time Ta, the GenOff1 signal may change its signal level
from low to high. In response, voltage VPP may reduce its
value from V8 to VX. V8 may include a value higher than a
supply voltage (e.g., VDD of FIG. 1) supplied to memory
device 200 of FIG. 2. V8 may have a range of approximately
3.2 volts to 3.5 volts. VX may include a value lower than the
value of the supply voltage. In some embodiments,
VX=VDD-Vt, where VDD is the supply voltage and Vt is the
threshold voltage of a transistor of memory device 200. VDD
may have a value of approximately 1.8 volts, and VX may
have a value of approximately 1.4 volts. In other embodi-
ments, VX may include a ground potential.

As shown in FIG. 4, before time Tb (between times Ta and
Tb), AVC2 is approximately equal to DVC2 (AVC2=DVC(C2).
In this description, when two quantities or two sides of an
equation are said to be approximately equal (or are said to be
equal), it means that, for example, a difference of S0 millivolts
or less exists between the two quantities or between two sides
of the equation.

Attime Tb, the GenOff2 signal may change its signal level
from low to high. In response, voltage AVC2 may reduce its
value from V4 (e.g., a value where AVC2=DVC2) to V3. A
transistor (FIG. 2) may then isolate output node 222 from
output node 233 to allow voltage AVC2 to be independent
from voltage DVC2. In FIGS. 4, V4 and V3 may have values
of approximately 0.7 and 0.6 volts, respectively.

Attime Tc, the GenOff3 signal may change its signal level
from low to high. In response, voltage DVC2 may increase its
value from V4 to V5. V5 may have a value of approximately
0.8 volts. Causing voltage DVC2 to be higher than voltage
AVC2 as shown in FIG. 4 may help maintaining the value of
data in memory cell 213 (see FI1G. 2) during time interval 488.

At time Td in FIG. 4, the GenOff4 signal may change its
signal level from low to high. In response, voltage VNWL
may increase its value from V2 to zero volts (ground poten-
tial). V2 may have a value of approximately -0.3 volts.

At time Te, the GenOff5 signal may change its signal level
from low to high. In response, voltage VBB may increase its
value from V1 to zero volts. V1 may have a range of approxi-
mately —0.5 to -1.0 volts.

At time Tf, the GenOft6 signal may change its signal level
from low to high. In response, voltage VDL may decrease its
value from V6 to zero volts, and voltage Vperi may decrease
its value from V7 to VY. V6 may have a value of VDD-Vt
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(e.g., approximately 1.4 volts). V7 may have a value approxi-
mately equal to the supply voltage supplied to memory device
200 (e.g., VDD of FIG. 1) and VY may have a value of
VDD-Vt.

In some embodiments, instead of changing their values
based on separate GenOff2 and GenOff3 signals as shown in
FIG. 4, AVC2 and DVC2 may change their values based on
the same GenOff2 signal. In these embodiments, VDL may
change its value based on the GenOff3 signal (instead of the
GenOff6 signal as shown in FIG. 4) such that VDL may
reduce its value before the values of voltages VNWL and
VBB are reduced.

In FIG. 4, the power recovery operation during time inter-
val 482 may start at time Tg. As mentioned above, power
controller 242 may change the signal level of each the
GenOff1 through GenOff6 signals from (e.g., from high to
low) in an order reversed from the sequential order at time 481
to recover the values of voltages VPP, AVC2, DVC2, VNWL,,
VBB, VDL, and Vperi before refresh operation 402 starts. In
FIG. 4, the GenOff6, GenOff5, GenOff4, GenOff3, GenOff2,
and GenOffl may change from high to low at corresponding
times Tg, Th, Ti, Tj, Tk, and T1.

As described above with reference to FIG. 2, a power
controller 242 may control the FORCEWL signal to wordline
WLX to VNWL voltage generator 204 via circuit path 252. In
FIG. 4, the FORCEWL signal may be controlled such that it
may have one signal level (e.g., high) between times Ta and Tf
and between times Tg and T1, and another signal level (e.g.,
low) between times Tf and Tg. In some embodiments, based
on the signal level of the FORCEWL signal, wordline WLX
(FIG. 2) may be coupled to VNWL voltage generator (FIG. 2)
when the value of VX in FIG. 4 is equal to a ground potential.
In other embodiments, when the value VX is greater than the
ground potential (e.g., VDD-Vt, or approximately 1.4 volts)
the FORCEWL signal may be unused or coupling circuit 250
(FIG. 2) may be omitted.

As shown in FIG. 4, the value of voltage VNWL may go to
zero volts before the value of voltage VBB does, such as to
help maintain stability in the value of data stored memory cell
213. In some embodiments, if the value of voltage VBB goes
to zero volts before the value of voltage VNWL does (i.e.,
VBB is more positive than VNWL at some point), then the
value of data stored in memory cell 213 may be compromised,
as described with reference to FIG. 5.

FIG. 5 shows waveforms of some voltages linked to a
cross-section of the memory device 200 of FIG. 2. Wave-
forms of voltage VNWL and VBB in a standby mode are
shown, in which the value of voltage VBB may go to zero
volts before the value of voltage VNWL does, and this activity
is linked to a cross-section of memory device 200 of FIG. 2
including a portion of memory cell 213 and a portion of
wordline driver 210 according to an embodiment of the inven-
tion. As shown in FIG. 5, the value of VBB may go to zero
volts at time Tn (before time Tm) whereas the value of VNWL
may go to zero volts at time Tm. The value of data in memory
cell 213 may be compromised if the waveforms of VNWL
and VBB shown in FIG. 5 occur.

If the value of voltage VBB goes to zero volts before the
value of voltage VNWL does, substrate 215 may be at a
potential of zero volts while value of voltage VBB may still
have a negative value. This may cause capacitor terminal 227
to attract minority carriers (electrons 501) from wordline
driver 210, causing them to move toward capacitor terminal
227. As a result, the value of data stored in capacitor terminal
227 may be compromised. Therefore, memory device 200
may avoid the situation of data being comprised, as described
herein with reference to FIG. 5, by causing the value of
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voltage VNWL to go to zero volts before the value of VBB
does, as shown during time interval 481 of FIG. 4.

FIG. 6 shows a partial schematic diagram of a memory
device 600 including bleeder circuit 640, isolation circuit
660, and coupling circuit 650 according to an embodiment of
the invention. Memory device 600 may include a memory
control unit, similar or identical to memory control unit 118
of FIG. 1, to generate signals EQ, SAN, SAP, Va, and Vb. In
some examples, the signal Va may be coupled to voltage VPP
or supply voltage VDD. FIG. 6 shows voltage VBB being
coupled to only memory cell 613 for simplicity. Voltage VBB
may also couple to other components of memory device 600
such as to a substrate where the transistors of FIG. 6 are
formed. For ease of describing the operation of memory
device 600, the following description also refers to FIG. 7,
which shows waveforms of various signals of FIG. 6 during a
refresh operation 704, and time intervals 782 and 791 where
memory device 600 may perform power recovery and reduc-
tion operations, respectively. Time intervals 782 and 791 may
correspond to time intervals 382 and 391, respectively, of
FIG. 3. Refresh operation 704 in FIG. 7 may correspond to
refresh operation 304 of FIG. 3.

InFIG. 7, refresh operation 704 may include a burst refresh
to refresh all cells of memory device 600. For example, as
shown in F1G. 7, a burst refresh may include a series of refresh
cycles 741, 742, 743, 744, 745, and 746 (one after another)
where a wordline (e.g., WL in FIG. 6) or row may be activated
(e.g. high) in one of refresh cycles 741, 742, 743, 744, 745,
and 746 to open the cells (e.g., cell 613) associated with that
wordline to refresh the data in the cells. Thus, if memory
device 600 includes “n” wordlines (or rows), where “n” an
integer, then “n” refresh cycles may be performed during
refresh operation 704 to refresh all memory cells associated
with the “n” wordlines. For simplicity, FIG. 7 shows wave-
forms of all wordlines (WLs) of memory device 600 where
each wordline may be activated in one of refresh cycles 741,
742, 743, 744, 745, and 746. For example, wordline WL in
FIG. 6 may be activated high (e.g., from VNWL to VPP in
FIG. 7) during the refresh cycle 741 to refresh the memory
cells associated with wordline WL, and second wordline of
memory device 600 may be activate during refresh cycles 742
to refresh the memory cells associated with the second word-
line, and so on.

FIG. 7 shows example voltage values (e.g., 3.2V (volt),
1.8V, 0.7V, and other voltage values) only for illustration
purposes. The waveforms in FIG. 7 are not limited to the
example voltage values shown in FIG. 7. Other voltage values
may be used.

In FIG. 6, memory device 600 may include equalization
transistors 671 and 672, which are normally turned on during
time intervals 782 and 791 based on the EQ signal staying at
a high signal level (e.g., at levels 701 and 702 in FIG. 7).
Transistors 671 and 672 in FIG. 6 may be repeatedly turned
on and off during a refresh operation, such as refresh opera-
tion 704 (FIG. 7), when the EQ signal repeatedly switches
between high and low (e.g., high signal level 711 and low
signal level 712).

A sense amplifier 620 may respond to signals SAN and
SAP to couple BL and BL* to opposite potentials (e.g., zero
volts and VDD (or VDL) in FIG. 7) based on the value of data
read from or written to a memory cell (e.g., memory cell 613
in FIG. 6) during an operation such a read operation, write
operation, or a refresh operation (e.g., refresh operation 704
in FIG. 7). The potential on bit line BL. may be written back to
memory cell 613 during the refresh operation to retain the
original value of the data.
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Bleeder circuit 640 may include a transistor 641, which
may respond to the Va signal. As shown in FIG. 6, a short
circuit path 630 (similar or identical to short circuit path 230
of FIG. 2) may be formed between wordline WL and bit line
BL. Thus, short circuit current may flow from DVC2 voltage
generator 603 to VNWL voltage generator 604 via path 631,
which includes short circuit path 630. Transistor 641 (nor-
mally on) may operate to create a resistance on path 631 to
reduce the short circuit current. The Va signal may have a
sufficient value (e.g., approximately 1.4, 1.8, or 3.2 volts, or
other value) to keep transistor 641 turned on. The value of the
Va signal may include the value of voltage VPP, supply volt-
age VDD, or other voltage. For example, Va may be coupled
to VPP such that, as shown in FIG. 7, Va may have a value of
VPP of approximately 1.4 volts during power reduction 791
when VPP is set to be VX of approximately 1.4 volts (not VX
of zero volts) during power reduction 791, and a value of
approximately 3.2 volts during refresh operation 704. In
another example, Va may be coupled to VDD such that, as
shown in FIG. 7, Va may have a value of VDD of approxi-
mately 1.8 volts during power reduction 791 and refresh
operation 704 when VDD is approximately 1.8 volts.

Bleeder circuit 640 may also include transistor 642, which
may respond to the Vb signal. Memory device 600 may have
a precharge operation to apply the same voltage DVC2 (e.g.,
approximately 0.7 volt in FIG. 7) to bit lines BL. and BL*
before a sensing operation is performed (e.g., when the EQ
signal is high at level 711). The Vb signal (FIG. 6 and FIG. 7)
may briefly change from low to high (e.g., low signal level
723 and high signal level 724) to turn on transistor 642 to
assist the precharge operation by creating an additional path
between DVC2 voltage generator 603 and bit lines BL and
BL* (via transistors 671 and 672) so that voltage DVC2 may
strongly supply bit lines BL. and BL* with voltage DVC2
during the precharge operation.

Isolation circuit 660 may include a transistor 661, which
may respond to a signal CTL to isolate an output node 622 of
AVC2 voltage generator 602 from an output node 633 of
DVC2 voltage generator 603. For example, the CTL signal
(FIG.7) may have a low signal level during time intervals 782
and 791 to turn off transistor 661 to isolate output nodes 622
and 633 from each other so that each of AVC2 and DVC2
voltages may have a different voltage value (e.g., approxi-
mately 0.6 volt for AVC2 and approximately 0.8 volt for
DVC2).

Wordline driver 610 in FIG. 6 may include transistors 617,
618, and 619 to couple wordline WL to voltage VPP via path
612 (e.g. when ROWDEC is low) and to couple wordline WL
to voltage VNWL via path 611 (e.g. when ROWDEC is high).

Coupling circuit 650 may include a transistor 651, which
may respond to a signal FORCEWL to couple wordline WL
to voltage VNWL via circuit path 652. For example, in
embodiments where voltage VPP is reduced to zero volts
(e.g., VX=0in FIG. 4) in a standby mode (e.g., during time
interval 488 of FIG. 4), the connection between wordline WL
and VNWL voltage generator 604 in FIG. 6 may be unstable
because both voltages VNWL and VPP may have a value
equal to approximately zero volts during the standby mode.
When voltages VNWL and VBB reduce to approximately
zero volts, coupling wordline WL to VNWL voltage genera-
tor 604 via circuit path 652 using transistor 651 may provide
additional stability to the connection between WL to VNWL
voltage generator 604.

FIG. 8 shows a partial schematic diagram of a memory
device 800 including bleeder circuit 840 with a p-channel
transistor 841 according to an embodiment of the invention.
Memory device 800 may include components similar or iden-
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tical to memory device 600 of FIG. 6, except for bleeder
circuit 840 of FIG. 8. Similar or identical components
between FIG. 6 and FIG. 8 are labeled with the same refer-
ence numbers. In FIG. 8, bleeder circuit 840 may include
p-channel transistor 841 instead of an n-channel transistor
such as transistor 641 of FIG. 6. Memory device 800 may use
a signal Vc to turn on transistor 841. In some embodiments,
the value ofthe Ve signal may include a value of voltage VBB.
Bleeder circuit 840 may operate to reduce a short circuit
current in a way similar or identical to that of bleeder circuit
640 of FIG. 6.

FIG. 9 shows a partial schematic diagram of a memory
device 900 including bleeder circuit 940 with resistor 941
according to an embodiment of the invention. Memory device
900 may include components similar or identical to memory
device 600 of FIG. 6 or memory device 800 of FIG. 8, except
for bleeder circuit 940 of FIG. 9. Similar or identical compo-
nents between FIG. 6 and FIG. 9 are labeled with the same
reference numbers. In FIG. 9, bleeder circuit 940 may include
resistor 941 instead of a transistor such as n-channel transistor
641 of FIG. 6, or p-channel transistor 841 of FIG. 8. Bleeder
circuit 940 may operate to reduce a short circuit current in a
way similar or identical to that of bleeder circuit of FIG. 6 or
FIG. 8. The resistance value of resistor may have a range of
about 10 kilo-ohms to about one mega-ohm. A lower resis-
tance value (e.g., from about 10 kilo-ohms to about 500
kilo-ohms) of resistor 941 may provide a higher performance
in memory functionality (e.g., read, write, and refresh opera-
tion) of memory device 900 but may provide a lower reduc-
tion in the amount of the short circuit current in a standby
mode. In the alternative, a higher resistance value (e.g., from
between about 500 kilo-ohms to about one mega-ohms) for
resistor 941 may provide higher reduction in the amount of
the short circuit current in a standby mode, along with
increased instability and lower performance. Further, using a
resistor, such as resistor 941, to reduce the short circuit cur-
rent in a standby mode may lower the number of circuit
connections and signals such as the connections (e.g., Va or
Vc) at the gate of transistors 641 or 841 (FIG. 6 or FIG. 8).
Device size may be relatively smaller when a resistor such as
resistor 941 (instead of a transistor) is used. Moreover, a
resistor such as resistor 941 (instead of a transistor) may
simplify the manufacturing process.

FIG. 10 shows a schematic diagram of a power controller
1042 according to an embodiment of the invention. Power
controller 1042 may be substituted for power controller 142
of FIG. 1 and power controller 242 of FIG. 2. As shown in
FIG. 10, power controller 1042 may respond to a clock signal
CK and GenOff (similar or identical to those of FIG. 1) to
generate signals GenOffl, GenOff2, GenOff3, GenOff4,
GenOff5, and GenOff6, which may be used to inhibit genera-
tions of voltages such as voltages VPP, AVC2, DVC2,
VNWL, VBB, VDL, and Vperi of memory device 100 of F1G.
1 and memory device 200 of FIG. 2. A reset signal RESET
may be used to reset power controller 1042. A signal Gen-
Ready may allow a refresh control circuit, such as refresh
control circuit 122 of FIG. 1, to perform a refresh operation in
a standby mode. A signal FORCEWL generated by power
controller 1042 may be used to control a circuit such as
circuits 250 and 650 (see FIG. 2 and FIG. 6) to couple a
wordline to a VNWL voltage generator (e.g., VNWL voltage
generator 204 or 604, of FIG. 2 or FIG. 6, respectively) when
avoltage such as voltage VPP is reduced to a ground potential
during a standby mode (as described with reference to FIG. 2
and FIG. 6).

FIG. 11 shows a schematic diagram of a voltage generator
1101 to generate a positive wordline voltage VPP according
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to an embodiment of the invention. Voltage generator 1101
may be substituted for voltage generator 201 of FIG. 2. In
FIG. 11, voltage generator 1101 may include a control circuit
1110, oscillator 1111, and a charge pump circuit 1112. Values
ofresistors R1,R2, R3, and R4 of control circuit 1110 may be
selected such that a voltage value of voltage Vppr may be
chosen (e.g., approximately 3.2 volts). Control circuit 1110
may generate a signal EN to control the oscillation of a signal
OSC of oscillator 1111. When VPP is lower than Vppr, the EN
signal has a high signal level, causing the OSC signal to
oscillate. When VPP is higher than Vppr, the EN signal has a
low signal level, causing the OSC signal to stop oscillating.
Voltage generator 1101 may generate voltage VPP, which has
a value higher than supply voltage VDD, by adding the OSC
signal of oscillator 1111 in the positive voltage direction by
charge pump circuit 1112 for rectification. The Voltage VPP
atan output of charge pump circuit 1112 is fed back to control
circuit 1110 to oscillate or stop oscillator 1111 in accordance
with the value of voltage VPP, thereby controlling voltage
VPP to be at a relatively constant value.

In FIG. 11, a GenOff1 signal may be provided by a power
controller such as power controller 142 or 242 (FIG. 1 or FIG.
2). The waveform of voltage VPP may be similar or identical
to the waveform of voltage VPP shown in FIG. 3 and FIG. 4.
For example, in FIG. 11, when the GenOft1 signal has a low
signal level, voltage VPP has a value (e.g., approximately 3.2
volts) higher than that (e.g., approximately 1.4 volts) of VDD.
When the GenOff1 signal has a high signal level, voltage VPP
has a value (e.g., approximately 1.4 volts) lower than that
(e.g., approximately 1.4 volts) of VDD.

Voltage generator 1101 of FIG. 11 may include a circuit
1113 with a switch 1114. As shown in FIG. 11, switch 1114 is
in a first position such that node 1115 is decoupled from node
1116. Thus, when the GenOff1 signal has a high signal level
(e.g., in a standby mode), the value of voltage VPP may be
reduced to a value of VDD minus a transistor threshold volt-
age Vt (e.g., in FIG. 4, VPP=VX=VDD-Vt, where VX is
greater than approximately zero volts). In some embodi-
ments, switch 1114 may be in a second position such that
node 1115 is coupled to node 1116. In these embodiments,
when the GenOff1 signal has a high signal level (e.g., in a
standby mode), the value of voltage VPP may be reduced to
approximately ground potential (e.g., in FIG. 4 VPP=VX=0).

As shown in FIG. 11, VPP voltage generator 1101 may also
receive test mode signals TM_VPP and TM_VPPGND to test
VPP voltage generator 1101 for the values of voltage VPP
during a test. For example, the signals TM_VPP and TM_VP-
PGND may be activated in a manner similar or identical to
that of the GenOffl signal to observe waveform of VPP
voltage during a test. The test may be performed in a standby
mode of a memory device (e.g., memory device 100, 200, or
600 of FIG. 1, FIG. 2, or FIG. 6, respectively) where voltage
generator 1101 may reside.

FIG. 12 shows a schematic diagram of a circuit 1255 hav-
ing voltage generator 1202 to generate a plate voltage AVC2
and voltage generator 1203 to generate a precharge voltage
DVC2 according to an embodiment of the invention. Circuit
1255 may be substituted for circuit 255 and 655 (see FIG. 2
and FIG. 6). In FIG. 12 circuit 1255 may receive a reference
voltage Vref to generate voltages AVC2 and DVC2. Vref may
be provided by a reference circuit such as reference circuit
139 of FIG. 1. In FIG. 12, GenOff2 and GenOff3 signals may
be provided by a power controller such as power controller
142 or 242 (see FIG. 1 or FIG. 2). The waveforms of voltages
AVC2 at an output node 1222 and DVC2 at an output node
1233 may be similar or identical to the waveforms of voltages
AVC2 and DVC2 shown in FIG. 4. For example, in FIG. 12,
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when the GenOff2 and GenOff3 signals have the same signal
levels (e.g. low), the values of voltages AVC2 and DVC2 may
be equal to an initial voltage (e.g., V4 in FIG. 4). When the
GenOff2 signal has a high signal level, the value of voltage
AV(C2 may decrease and become lower than the initial voltage
(e.g., V3 in FIG. 4). When the GenOff3 signal has a high
signal level, the value of voltage DVC2 may increase and
become higher than the initial voltage (e.g., V5 in FIG. 4).

As shown in FIG. 12, circuit 1255 may generate a signal
CTL, which may be used to control an isolation circuit, such
as isolation circuit 260 or 660 (see FIG. 2 or FIG. 6), to isolate
output node 1222 from output node 1233 after a refresh
operation of a memory device, such as memory device 100,
200, or 600 (see FIG. 1, FIG. 2, or FIG. 6).

As shown in FIG. 12, circuit 1255 may also receives test
mode  signals TM_AVC2/DVC2, TM_EXTAVC2,
TM_AVC2, TM_EXTDVC2, and TM_DVC2 to test circuit
for the values of voltages AVC2 and DVC2 during a test. For
example, the signals TM_AVC2 and TM_DVC2 may be acti-
vated in a manner similar or identical to that of the GenOff2
and GenOff3, respectively, to observe waveforms of voltages
AVC2 and DVC2 during a test. The test may be performed in
a standby mode of a memory device (e.g., see memory device
100, 200, or 600 of FIG. 1, FIG. 2, or FIG. 6) where circuit
1255 may reside.

FIG. 13 shows a schematic diagram of a voltage generator
1304 to generate a negative wordline voltage VNWL accord-
ing to an embodiment of the invention. Voltage generator
1304 may be substituted for voltage generator 204 and 604
(see FIG. 2 and FIG. 6). In FIG. 13, a GenOff4 signal may be
provided by a power controller such as power controller 142
or 242 (see FIG. 1 or FIG. 2). The waveform of voltage
VNWL may be similar or identical to the waveform of voltage
VNWL shown in FIG. 3 and FIG. 4. For example, in FIG. 13,
when the GenOff4 signal has a low signal level, voltage
VNWL may have a first value (e.g., approximately -0.3
volts). When the GenOff4 signal has a high signal level,
voltage VN'WL may increase to a second value (e.g., approxi-
mately zero volts) higher than the first value.

As shown in FIG. 13, VNWL voltage generator 1304 may
also receive a test mode signal TM_VNWL to test VNWL
voltage generator 1304 for the values of voltage VNWL dur-
ing a test. For example, the signal TM_VNWL may be acti-
vated in a manner similar or identical to that of the GenOff4
signal to observe the waveform of VNWL voltage during a
test. The test may be performed in a standby mode of a
memory device (e.g., see memory device 100, 200, or 600 of
FIG. 1, FIG. 2, or FIG. 6) where voltage generator 1304 may
reside.

FIG. 14 shows a schematic diagram of a voltage generator
1406 to generate a negative substrate voltage VBB according
to an embodiment of the invention. Voltage generator 1406
may substitute voltage generator 206 of FIG. 2. In FIG. 14,
voltage generator 1406 may include a control circuit 1410,
oscillator 1411, and a charge pump circuit 1412. Value of
resistors R5, R6, R7, and R8 of control circuit 1410 may be
selected such that a voltage value of voltage Vbbr may be
chosen (e.g., approximately -0.5 volts). Voltage generator
1406 may operate in a fashion that differs from that of voltage
generator 1101 of FIG. 11. For example, in FIG. 14, control
circuit 1410 may generate a signal EN to control the oscilla-
tion of a signal OSC of oscillator 1411. When VBB is higher
than Vbbr, the EN signal has a high signal level, causing the
OSC signal to oscillate. When VBB is lower than Vbbr, the
EN signal has a low signal level, causing the signal OSC to
stop oscillating. Voltage generator 1406 may generate voltage
VBB, which has a value higher than supply voltage VDD, by
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adding the OSC signal of oscillator 1411 in the negative
voltage direction by charge pump circuit 1412 for rectifica-
tion. The Voltage VBB at an output of charge pump circuit
1412 is fed back to control circuit 1410 to oscillate or stop
oscillator 1411 in accordance with the value of voltage VBB,
thereby controlling voltage VBB to be at a relatively constant
value.

In FIG. 14, a GenOff5 signal may be provided by a power
controller such as power controller 142 or 242 (see FIG. 1 or
FIG. 2). The waveform of voltage VBB may be similar or
identical to the waveform of voltage VBB shown in FIG. 3
and FIG. 4. For example, in F1G. 14, when the GenOff5 signal
has a low signal level, voltage VBB may have a first value
(e.g., approximately -0.5 volts). When the GenOff5 signal
has a high signal level, voltage VBB may increase to a second
value (e.g., approximately zero volts) higher than the first
value. Voltage generator 1406 of FIG. 14 may include a
circuit 1413 to allow voltage VBB to go to zero volts when the
GenOfT5 signal has a high signal level.

As shown in FIG. 14, VBB voltage generator 1410 may
also receive test mode signals TM_VBB and TM_VBBGND
to test VBB voltage generator 1410 for the values of voltage
VBB during a test. For example, the signals TM_VBB and
TM_VBBGND may be activated in a manner similar or iden-
tical to that of the GenOff5 signal to observe the waveform of
VBB voltage during a test. The test may be performed in a
standby mode of a memory device (e.g., see memory device
100, 200, or 600 of FIG. 1, FIG. 2, or FIG. 6) where voltage
generator 1410 may reside.

FIG. 15 shows a schematic diagram of a circuit 1577
including a voltage generator 1506 to generate a bit line
voltage VDL and a voltage generator 1507 to generate a
peripheral voltage Vperi according to an embodiment of the
invention. Circuit 1577 may substitute circuit 255 and 655
(see FIG. 2 and FIG. 6). In FIG. 15 circuit 1577 may receive
a reference voltage Vref from an internal reference voltage
1540 to generate voltages VDL and Vperi. A GenOft6 signal
may be provided by a power controller such as power con-
troller 142 or 242 (see FIG. 1 or FIG. 2). The waveforms of
voltages VDL and Vperi may be similar or identical to the
waveforms of voltages VDL and Vperi shown in FIG. 4. For
example, in FIG. 15, when the GenOff6 signal has a low
signal level, voltages VDL and Vperi may have first values
(e.g., see V6 and V7, respectively, in FIG. 4). When the
GenO116 signal has a high signal level, the values of voltages
VDL and Vperi may decrease and become lower than the their
respective first voltages (e.g., approximately zero volts and
VY in FIG. 4).

As shown in FIG. 15, circuit 1577 may also receive test
mode signals TM_VDL and TM_ Vperi to test circuit 1577 for
the values of voltages VDL and Vperi during a test. For
example, the signals TM_VDL and TM_Vperi may be acti-
vated in a manner similar or identical to that of the GenOff6,
to observe waveforms of voltages VDL and Vperi during a
test. The test may be performed in a standby mode of a
memory device (e.g., see memory device 100, 200, or 600 of
FIG. 1, FIG. 2, or FIG. 6) where circuit 1577 may reside.

FIG. 16 shows a system 1600 according to an embodiment
of'the invention. System 1600 may include a processor 1610,
an image sensor device 1620, a memory device 1625, a
memory controller 1630, a graphics controller 1640, a circuit
module 1645, an input and output (I/O) controller 1650, a
display 1652, a keyboard 1654, a pointing device 1656, a
peripheral device 1658, a transceiver 1659, a bus 1660 to
transfer information among the components of system 1600,
and an antenna 1670 to wirelessly transmit and receive infor-
mation to and from system 1600. Transceiver 1659 may oper-
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ate to transfer information from one or more the components
of system 1600 (e.g., at least one of processor 1610 and
memory device 1625) to antenna 1670. Transceiver 1659 may
also operate to transfer information received at antenna 1670
to at least one of the processor 1610 and a memory device
1625, such as a flash memory device. The information
received at antenna 1670 may be transmitted to system 1600
by a source (not shown) external to system 1600. System
1600 may also include a circuit board 1602 on which some
components of system 1600 may be located. In some embodi-
ments, the number of components of system 1600 may vary.
For example, in some embodiments, system 1600 may omit
one or more of display 1652, image sensor device 1620,
memory device 1625, and circuit module 1645.

Processor 1610 may include a general-purpose processor
oran application specific integrated circuit (ASIC). Processor
1610 may include a single core processor or a multiple-core
processor. Processor 1610 may execute one or more program-
ming commands to process information. The information
may include digital output information provided by other
components of system 1600, such as by image sensor device
1620 or memory device 1625.

Image sensor device 1620 may include a complementary
metal-oxide-semiconductor (CMOS) image sensor having a
CMOS pixel array or charge-coupled device (CCD) image
sensor having a CCD pixel array.

Memory device 1625 may include a volatile memory
device, a non-volatile memory device, or a combination of
both. For example, memory device 1625 may include a
DRAM device, a static random access memory (SRAM)
device, a flash memory device, or a combination of these
memory devices. In some embodiments, memory device
1625 may include one or more embodiments of the invention,
as shown and described with respect to FIG. 1 through FIG.
15 (e.g., memory devices 100, 200, and 600).

Display 1652 may include an analog display or a digital
display. Display 1652 may receive information from other
components. For example, display 1652 may receive infor-
mation that is processed by one or more of image sensor
device 1620, memory device 1625, graphics controller 1640,
and processor 1610 to display information such as text or
images.

Circuit module 1645 may include a circuit module of a
vehicle. Circuit module 1645 may receive information from
other components to activate one or more subsystems of the
vehicle. For example, circuit module 1645 may receive infor-
mation that is processed by one or more of image sensor
device 1620, memory device 1625, and processor 1610, to
activate one or more of an air bag system of a vehicle, a
vehicle security alarm, and an obstacle alert system.

The illustrations of apparatus such as memory devices 100,
200, and 600 and systems such as embodiments of system
1600 are intended to provide a general understanding of the
structure of various embodiments, and not as a complete
description of all the elements and features of apparatus and
systems that might make use of the structures described
herein. In the description above, signals noted as being in a
high (high signal level or high state) or low (low signal level
or low state) are described in that matter for purposes of
illustration and not limitation. Other states, including oppo-
site states, may be used.

The novel apparatus and systems of various embodiments
may include or be included in electronic circuitry used in
high-speed computers, communication and signal processing
circuitry, single or multi-processor modules, single or mul-
tiple embedded processors, multi-core processors, data
switches, and application-specific modules including multi-
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layer, multi-chip modules. Such apparatus and systems may
further be included as sub-components within a variety of
electronic systems, such as televisions, cellular telephones,
personal computers (e.g., laptop computers, desktop comput-
ers, handheld computers, tablet computers, etc.), worksta-
tions, radios, video players, audio players (e.g., MP3 (Motion
Picture Experts Group, Audio Layer 3) players), vehicles,
medical devices (e.g., heart monitor, blood pressure monitor,
etc.), set top boxes, and others.

FIG. 17 is a method 1700 according to an embodiment of
the invention. Activity 1710 may include generating a nega-
tive wordline voltage to apply to a wordline of a memory
device. The memory device in method 1700 may include
memory device 100, 200, and 600 including a negative word-
line voltage such as voltage VNWL,, as described above with
reference to FIG. 1 through FIG. 16.

Activity 1720 of method 1700 in FIG. 17 may include
inhibiting a generation of the negative wordline voltage dur-
ing a time interval after a refresh operation of the memory
device. The refresh operation in activity 1720 may include
refresh operations in the memory device which occur during
a standby mode such as refresh operations 301, 304, and 307
(FIG. 3) and refresh operations 401 and 402 (FIG. 4). Method
1700 may include any one or more activities and operations of
a memory device described above with reference to FIG. 1
through FIG. 16.

CONCLUSION

Various embodiments described herein include apparatus,
systems, and methods comprising a first voltage generator to
generate a voltage to apply to a line used to access a memory
cell of a memory device in which the voltage is applied to the
line when the memory cell is not being accessed, and a power
controller to cause the voltage to change during a time interval
after a refresh operation of the memory device. Other
embodiments including additional apparatus, systems, and
methods are described above with reference to FI1G. 1 through
FIG. 17.

The above description and the drawings illustrate some
embodiments of the invention to enable those skilled in the art
to practice the embodiments of the invention. Other embodi-
ments may incorporate structural, logical, electrical, process,
and other changes. In the drawings, like features or like
numerals describe substantially similar features throughout
the several views. Examples merely typify possible varia-
tions. Portions and features of some embodiments may be
included in, or substituted for, those of others. Many other
embodiments will be apparent to those of skill in the art upon
reading and understanding the above description. Therefore,
the scope of various embodiments of the invention is deter-
mined by the appended claims, along with the full range of
equivalents to which such claims are entitled.

The Abstractis provided to comply with 37 C.F.R. §1.72(b)
requiring an abstract that will allow the reader to quickly
ascertain the nature and gist of the technical disclosure. The
Abstract is submitted with the understanding that it will not be
used to interpret or limit the scope or meaning of the claims.

What is claimed is:

1. An apparatus comprising:

a first voltage generator to generate a first voltage to apply
to a first line used to access a

memory cell of a memory device, wherein the first voltage
is applied to the first line when the memory cell is not
being accessed;
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a second voltage generator to generate a second voltage to
apply to a second line used to transfer data with the
memory cell; and

a power controller to cause the first voltage to change
during a time interval between refresh operations during
a standby mode of the memory device, to cause the
second voltage to increase in value from a positive volt-
age to another positive voltage between the refresh
operations, and to cause the second voltage to return to
the positive voltage from the another positive voltage
between the refresh operations.

2. The apparatus of claim 1, wherein the power controller is
to cause the first voltage to change by causing the first voltage
to increase in value.

3. The apparatus of claim 1, wherein the power controller is
to cause the first voltage to change by causing the first voltage
to decrease in value.

4. The apparatus of claim 1, wherein the power controller is
to cause the first voltage to change by causing the first voltage
generator to stop generating the first voltage.

5. The apparatus of claim 1, further comprising:

an additional voltage generator to generate an additional
voltage to apply to the first line

during one of the refresh operations.

6. The apparatus of claim 1, further comprising:

an additional voltage generator to generate an additional
voltage to apply to a substrate of the memory device,
wherein the power controller is configured to cause the
additional voltage generator to inhibit the generation of
the additional voltage during the time interval between
the refresh operations.

7. The apparatus of claim 1, further comprising:

an additional voltage generator to generate an additional
voltage to supply a peripheral circuit of the memory
device, wherein the power controller is configured to
cause the additional voltage generator to reduce a value
of the additional voltage during the time interval
between the refresh operations.

8. An apparatus comprising:

a first voltage generator to generate a first voltage to apply
to a first line used to access a

memory cell of a memory device, wherein the first voltage
is applied to the first line when the memory cell is not
being accessed;

a second voltage generator to generate a second voltage to
apply to the first line when the memory cell is being
accessed;

athird voltage generator to generate a third voltage to apply
to a second line used to transfer data with the memory
cell;

a driver to selectively apply at least one of the first and
second voltages to the first line;

and

a power controller to cause the first voltage generator to
increase a value of the first voltage during a time interval
between refresh operations during a standby mode of the
memory device, to cause the second voltage generator to
reduce a value of the second voltage during the time
interval between refresh operations, to cause the third
voltage generator to increase a value of the third voltage
from a positive voltage to another positive voltage
between refresh operations and to cause the third voltage
to return to the positive voltage from the another positive
voltage between the refresh operations.
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9. The apparatus of claim 8, further comprising:

a fourth voltage generator to generate a fourth voltage to
apply to a substrate of the memory device, wherein the
power controller causes the fourth voltage generator to
increase a value of the fourth voltage during the time
interval between refresh operations during the standby
mode.

10. The apparatus of claim 9, further comprising:

a fifth voltage generator to generate a fifth voltage to apply
to a storage node of amemory cell of the memory device,
wherein the power controller causes the fifth voltage
generator to decrease a value of the fifth voltage during
the time interval between refresh operations during the
standby mode.

11. The apparatus of claim 9, further comprising:

a fifth voltage generator to generate a fifth voltage to supply
a peripheral circuit of the memory device, wherein the
power controller causes the fifth voltage generator to
reduce a value of the fifth voltage during the time inter-
val between refresh operations during the standby mode.

12. The apparatus of claim 9, further comprising:

a fifth voltage generator to generate a fifth voltage to supply
a sense amplifier of the memory device, wherein the
power controller causes the fifth voltage generator to
reduce a value of the fifth voltage during the time inter-
val between refresh operations during the standby mode.

13. The apparatus of claim 9, wherein the first voltage
generator is to increase the value of the first voltage to
approximately a ground potential.

14. The apparatus of claim 13, wherein the second voltage
generator is to reduce the value of the second voltage to
approximately a ground potential.

15. The apparatus of claim 14, wherein the fourth voltage
generator is to increase the value of the fourth voltage to
approximately a ground potential.

16. The apparatus of claim 9, wherein the second voltage
generator comprises an output node to provide the second
voltage, and a circuit to couple the output node to a ground
potential during the time interval between refresh operations
during the standby mode.

17. A method comprising:

generating a first voltage to apply to a first line used to
access a memory cell of a memory device, wherein the
first voltage is applied to the first line when the memory
cell is not being accessed;

changing the first voltage during a time interval between
refresh operations during a standby mode of the memory
device;

generating a second voltage to apply to a second line used
to transfer data with the memory cell of a memory
device;

increasing a value of the second voltage from a positive
voltage to another positive voltage between refresh
operations; and
decreasing the value of the second voltage from the

another positive voltage to the positive voltage
between the refresh operations.

18. The method of claim 17, wherein changing the first
voltage includes increasing a value of the first voltage.

19. The method of claim 17, wherein changing the first
voltage includes decreasing a value of the first voltage.

20. The method of claim 17, wherein changing the first
voltage includes stopping a generation of the first voltage.
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